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ASSEMBLED JOINT
ASSEMBLY INSTRUCTIONS
1. Thoroughly clean the groove and the bell socket and the plain end of the mating pipe.

Make a small loop in the gasket and insert it in the socket. Make sure the gasket faces
the correct direction.

2.  Apply only Blue Lube”to the exposed surface of the gasket and plain end of the pipe
Do not apply lubricant to the bell socket or the surface of the gasket in contact with the
bell socket

3. When pipe is cut in the field, bevel the plain end with a heavy file or grinder to
remove all sharp edges. Refer to a shop—manufactured bevel as a guide for proper shape.
Push the plain end into the bell socket keeping the joint straight while pushing. Make
deflection after the joint is assembled.

4, Joints within 12 feet of a bend or valve shall be harnessed.
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JOINT SHALL BE ASSEMBLED WITH NO DEFLECTION.
JOINT DEFLECTION, IF NECESSARY AND WITHIN
ALLOWABLE LIMITS, SHALL BE MADE AFTER FULL
ASSEMBLY WITH HAND TIGHTENED T—BOLTS. AFTER
JOINT DEFLECTION, TIGHTEN T—BOLTS AND RESTRAINING
DEVICES TO MANUFACTURERS RECOMMENDED TORQUE
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PAVING RESTORATION NOTES

e WHERE THE TRENCH WIDTH IS LESS THAN 3'-0", THE CONCRETE BASE
RESTORATION SHALL COVER THE TRENCH AND EXTEND 9” OVER UNDISTURBED
OR COMPACTED SOIL ON EACH SIDE OF THE TRENCH

e WHERE THE TRENCH WIDTH IS 3'-0” OR GREATER, THE CONCRETE BASE
RESTORATION SHALL COVER THE TRENCH AND EXTEND 12" OVER
UNDISTURBED OR COMPACTED SOIL ON EACH SIDE OF THE TRENCH

e SURFACE COURSE PAVING RESTORATION SHALL COVER THE WIDTH OF THE
CONCRETE BASE AND EXTEND 6" BEYOND EXCEPT THAT BITUMINOUS
CONCRETE SURFACE COURSE RESTORATION SHALL ONLY COVER THE
RESTORED CONCRETE BASE

e REMOVAL OF BASE AND PAVING OUTSIDE OF TRENCH LIMITS SHALL BE
INCLUDED IN THE COST OF PAVING RESTORATION

PAVING BASE DIMENSIONS AND REPAVING QUANTITIES

ope | TRENCH | BASE | CU. YARDS | CU. YARDS |PAVING PAVING
size | WIPTH | WIDTH '/ LIN. FT | / LIN. FT | WIDTH | sq. yDS. /

(FT.) (FT.) | 10" BASE | 8" BASE | (FT.) LIN. FT.
6 1.50 3.00 0.093 0.074 4.00 44
8 2.00 3.50 0.108 0.086 4.50 50
10 | 217 3.67 0.113 0.091 4.67 52
12 | 2.33 3.83 0.118 0.094 4.83 54
16 | 2.67 417 0.129 0.103 5.17 57
20 | 3.00 4.50 0.139 0.111 5.50 .61
24 | 4.00 6.00 0.185 0.148 7.00 78
30 | 4.50 6.50 0.201 0.160 7.50 .83
36 | 5.00 7.00 0.216 0.173 8.00 .89
42 | 5.50 7.50 0.231 0.185 8.50 .94
48 | 6.00 8.00 0.247 0.197 9.00 1.00

PHILADELPHIA |PAVING DIMENSIONS & QUANTITIES
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